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GLOW-DISCHARGE TYPE 


9EKEKAL DATA 


Electrical: 

Cathode . . 


chanical: 

Mounting Position.. . Any 

Maximum Overal 1 Length. . ,•..4-1/8" 

Seated Length .. 3-3/8" ± 3/16" 

Maximum Diameter. 1-9/16" 

Dimensional Outline . See General Section 

Weight (Approx.)...1.3 oz 

Bulb. ..... ...ST-12 

Base. ........ Small-Shell Octal 6-Pin (JETEC No.B6-3) 

Basing Designation for BOTTOM VIEW. 4AJ 


Pin 1 - No Connec¬ 
tion 

Pin 2-Cathode 
Pin 3-Jumper* 



Pin 5 - Anode 
Pi n 7 - Jumper* 

Pin 8-No Connec¬ 
tion 


Maximum and Minimum Ratings, Absolute Values: 

AVERAGE STARTING CURRENT* . .... 100 max. 

X CATHODE CURRENT.. m ?*- 

I 5 min. 


FREQUENCY. 0 max, cps 

UMBIENT-TEMPERATURE RANGE.-55 to +90 °C 

Circuit Values: 

Shunt Capacitor... 0.1 max. /xf 

Series Resistor.. .See Operating Considerations 

CHARACTERISTICS RANGE VALUES FOR EQUIPMENT DESIGN 


(DC Anode-Supply Voltage. . . . 105“ - - volts 

[Anode Breakdown Voltage. ... - 100 105* volts 

(Anode Voltage Drop. 68* 75 85* volts 

Regulation(5 to 40 ma) .... - 5 6.5* volts 

A With suitable socket connections, jumper within base acts as a switch 
to open power-supply circuit when voltage regulator tube Is removed from 
socket. 

^ Ayeraged over starting period not exceeding 10 seconds. This starting 
period must be followed by a steady-state operating condition of at 
least 20 minutes, or tube performance will be impaired. 

Kot less than indicated supply voltage should be provided to insure 
•starting" throughout tube life. 

* Maximum individual tube value during useful life. 

* Minimum individual tube value during useful life. 


4-56 


ndicates 


change.j 
DATA 



























0A3 

VOLTAGE REGULATOR 


TO 

RECTIFIER 
AND FILTER 
OF B-3UPPLY 



Typical circuit to provide regulated supply volt¬ 
age of approximately 75, 205, or 250 volts to 

load. Removal of tube from socket removes volt¬ 
age from load. 



92CM-8963 * REGULATED 

SUPPLY VOLTAGE 
TO LOAD 

Typical circuit using two 0 A 3 's, two 0 C 3 's, or two 
0 D 3 ’s to provide regulated supply voltages of ap¬ 
proximately 150, 2io, or 300 volts and 75, 105, or 150 
volts to load. Socket connections are so made that 
voltage on load is removed when either tube is taken 
from its socket. 

Oevices and arrangements shown or described herein may 
use patents of RCA or others. Information contained 
herein is furnished without responsibility by RCA for 
its use and without prejudice to RCA's patent rights. 
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